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 Anyway, the .exe launcher is a useful tool if you get into a bootloop. There are other useful Windows Repair apps on the same
website. No, it shouldn't be installed in the "C:" drive, in that case you'd be running a tool from the Windows installation CD. –

Shawn VermeeschApr 3 '14 at 9:41 I have read the manual of DS1307 twice. The DS1307 is just a 10-bit analog to digital
converter. It does not measure any "physical parameters", it only measures the raw values. Therefore there is no any internal

"calibration" routine or similar. In the same paper you will find the measurements you need. The meaning of the marked
parameters is indicated by their names. (e.g. T0 and T1) To get the correct time you first have to download the time table from
here. (there is also a printed version of the time table) Then you can calibrate the DS1307. To calibrate it you have to measure
the local time (weather depending you can do it outside) and than after a while connect it to a computer. This takes about 3-4

minutes. For the future you will have to do it regularly, if you have no windows you can't install any windows program to get the
time so you have to live with the time from the computer. For the calibration the time table must be downloaded before the

measurements. It is very important that you use the pins GND and VIN in the correct direction. If you use them the wrong way
you can cause damage. I have used a DS1307 twice. The first time i had a bootloop and the second time i managed to solve it. I
do not know how you can solve it. I read the data sheet and here is how you can solve it: After the calibration i use the computer
and the DS1307 to do the temperature measurements. The last measurement you make is the measurement for the time. Make
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sure the time is accurate. The chart in the data sheet says that they are accurate within 2ms. In my case i set the tmeing with the
computer to 12:00. The measurement you can see in the data sheet is not precise enough. The time you see in the DS1307 is the

correct time for the measurement but it is not precise enough. The precision in time of the DS1307 is a 82157476af
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